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railroad shall maintain a record of the
report, and repair or replace the item
identified as substantially contributing
to the noise:

(i) On or before the next periodic in-
spection required by §229.23; or

(ii) If the railroad determines that
the repair or replacement of the item
requires significant shop or material
resources that are not readily avail-
able, at the time of the next major
equipment repair commonly used for
the particular type of maintenance
needed.

(2) Conditions that may lead a loco-
motive cab occupant to file an exces-
sive noise report include, but are not
limited to: defective cab window seals;
defective cab door seals; broken or in-
operative windows; deteriorated insula-
tion or insulation that has been re-
moved for other reasons; broken or in-
operative doors; and air brakes that
vent inside of the cab.

(3) A railroad has an obligation to re-
spond to an excessive noise report that
a locomotive cab occupant files. The
railroad meets its obligation to re-
spond to an excessive noise report, as
set forth in paragraph (b)(1) of this sec-
tion, if the railroad makes a good faith
effort to identify the cause of the re-
ported noise, and where the railroad is
successful in determining the cause, if
the railroad repairs or replaces the
items cause the noise.

(4) Recordkeeping. (i) A railroad shall
maintain a written or electronic record
of any excessive noise report, inspec-
tion, test, maintenance, replacement,
or repair completed pursuant to
§229.121(b) and the date on which that
inspection, test, maintenance, replace-
ment, or repair occurred. If a railroad
elects to maintain an electronic
record, the railroad must satisfy the
conditions listed in §227.121(a)(2)(1)
through (v).

(ii) The railroad shall retain these
records for 92 days if they are made
pursuant to §229.21, or for one year if
they are made pursuant to §229.23.

(iii) The railroad shall establish an
internal, auditable, monitorable sys-
tem that contains these records.

[71 FR 63136, Oct. 27, 2006]

§229.125

§229.123 Pilots, snowplows, end plates.

After January 1, 1981, each lead loco-
motive shall be equipped with an end
plate that extends across both rails, a
pilot, or a snowplow. The minimum
clearance above the rail of the pilot,
snowplow or end plate shall be 3 inches,
and the maximum clearance 6 inches.

§229.125 Headlights and
lights.

(a) Each lead locomotive used in road
service shall have a headlight that pro-
duces a peak intensity of at least
200,000 candela. If a locomotive or loco-
motive consist in road service is regu-
larly required to run backward for any
portion of its trip other than to pick up
a detached portion of its train or to
make terminal movements, it shall
also have on its rear a headlight that
produces at least 200,000 candela. Each
headlight shall be arranged to illu-
minate a person at least 800 feet ahead
and in front of the headlight. For pur-
poses of this section, a headlight shall
be comprised of either one or two
lamps.

(1) If a locomotive is equipped with a
single-lamp headlight, the single lamp
shall produce a peak intensity of at
least 200,000 candela. The following
lamps meet the standard set forth in
this paragraph (a)(1): a single operative
PAR-56, 200-watt, 30-volt lamp; or an
operative lamp of equivalent design
and intensity.

(2) If a locomotive is equipped with a
dual-lamp headlight, a peak intensity
of at least 200,000 candela shall be pro-
duced by the headlight based either on
a single lamp capable of individually
producing the required peak intensity
or on the candela produced by the
headlight with both lamps illuminated.
If both lamps are needed to produce the
required peak intensity, then both
lamps in the headlight shall be oper-
ational. The following lamps meet the
standard set forth in this paragraph
(a)(2): a single operative PAR-56, 200-
watt, 30-volt lamp; two operative PAR-
56, 350-watt, 75-volt lamps; or operative
lamp(s) of equivalent design and inten-
sity.

(b) Each locomotive or locomotive
consist used in yard service shall have
two headlights, one located on the
front of the locomotive or locomotive
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